The transmission of data from IMR-4 to PC 

=============================================================

For the cooperation of the device IMR4 with PC one should:

· connect IMR-4 with PC with typical RS232 cable

· copy the MANK4.exe program on PC from floppy disk

· start the MANK4.exe program

· in the opened window of the MANK v.4.1 click on the button "Ustawienia" ("SET UP")

and choose com-port which was used to the realization of the connection

· set the speed of transmission at 9600 B/s.

After the realization of the measurement and its recording one can make the data transmission on PC by placing in little window the number of the saved measurement and by clicking the button "Pomiar z pamięci"("Measurement in memory"). On the PC screen there will become the data set presented.

To  show it as a graph please click the button "Kopiuj do schowka" ("Copy to clipboard"), then paste it to the running IMR4.xls file. (Excel program has to be installed on the PC). Place the cursor in cell A1 on Sheet 1 and execute the command "Paste". Then copy data from the area A1:C616 and paste it to sheet “Wykres” (“Graph”) to cell A1.

To represent obtained data on the graph one ouhgt to read advices recorded in sheets „Arkusz 1” (“Sheet 1”) and „Wykres” (“Graph”) in cells marked in yellow.

Another way of recording of the data is to save it in text file after clicking the button "Zapisz do pliku" ("Record to file"). In a typical window it is possible to indicate suitable location and filename.

There exists also the possibility of sending to PC all remembered measurement by the click on the button "Wszystkie pomiary" ("All measurements")

Additional possibilities of the program MANK4

· The program MANK4 makes possible the arrangement of the date and the time in the device IMR-4. After the click on the button "Ustaw czas i datę" (“Place the time and the date”) the time currently placed in the computer is being sent to the device IMR-4.

· Before the new data transmission it is possible to clean the screen by clicking on the button "Czyść ekran" ("Clean the screen").

· The button "Ostatni pomiar" ("The last measurement") is used for service.

· The button "Wszystkie pomiary" ("All measurements”) makes all data displayed.

